
DAS3000
Digital Archive System

Wideband Systems, Inc.  2409 Linden Lane  Silver Spring, MD 20910  (301) 588-8840 Voice  (301) 588-8832 Fax

Wideband Systems, Inc. designs and manufactures sophisticated recording instruments for the aerospace,
communications, and intelligence industries.  In addition to our off-the-shelf products we offer design
services and extensive customization to meet your demanding applications.  We look forward to an
opportunity to serve you.

 Key Features
- Provides permanent archive of data
- Provides cost effective long term storage
- Provides dependable restore of data
- Companion product to the Digital

Recording Systems
- Implemented as an “Array of Tapes”
- Configured with high performance tape

drives (Sony AIT-3)
- All control performed by DRS
- 2U Rackmount

Applications
- Permanent data archiving
- Convenient data transfer

Wideband Systems, Inc. presents a significant new product providing high speed off-line data archive and
restore capabilities.  The DAS3000 is a companion product to the Digital Recording Systems. Data that has
been recorded on the hard disks of the Digital Recording Systems can be efficiently off-loaded for
permanent archiving and convenient data transfer.

The standard configuration of the DAS3000 consists of three high performance tape drives. Current
configurations make use of Sony AIT-3 tape drives. Each AIT-3 tape drive can support uncompressed
transfers of 12 Megabytes per second and can record 100 Gigabytes of data.

The DAS3000 is connected to the Digital Recording System via a single SCSI cable. All of the electronics
and control to perform the archive and restore process is accomplished within the Digital Recording System.
In archive mode the user can request all the data to be saved or a selected subset of the data. Header
information recorded on the tapes ensures correct sequencing of multi-volume tape sets.

A single-tape archive solution, the DAS1000, is available for those applications not requiring the full data
rate and capacity provided by the DAS3000. The DAS1000 is based on a standard external AIT-3 tape drive
controlled by the recorder.
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 Specifications
- Dimensions: 3.5 x 19 x 23 inches
- Weight: 25 lbs.

- Temperature (op): 5 to 40 degs. C
- Humidity (op): 20% to 80%
- Temperature (non-op): -25 to 65 degs. C
- Humidity (non-op): 5% to 95%, non-cond.

- Power (VAC):  90-132/180-264 VAC
- Power (Hz.) 47 to 63 Hz.
- Power (Watts): <150 Watts

- Tape Drives (type) SONY AIT-3

- Tape Drives (qty) Three
- Tape Drives (size) 100GB (AIT-3)
- Tape Drives (speed) 12 MB/sec (AIT-3)

- System Interface SCSI

- Limited Warranty One Year
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Tape Drive Options
- AIT-1 3 MB/s , 25 GBs (legacy)

- AIT-2 6 MB/s , 50 GBs (legacy)

- AIT-3 12 MB/s , 100GBs

- These rates and capacities are for uncompressed
transfers and maximum length tape.

Ordering Information
- Please contact our technical sales staff to assist in

configuring your Digital Archive System.

 Email: sales@wideband-sys.com

AIT-3 #1

Tape Drive Indicators: BUSY, TAPE, & STATUS

AIT-3 #3AIT-3 #2


